SPRINGDALE FIRE DEPARTMENT

Fire Prevention Division
QUARTERLY SPRINKLER TEST FORM (OCCUPANT)

L ocation Date

M anager | nspector

NOTE- Thealarm company that monitor sthefirealarm system for your building must becalled
beforestarting thefollowing testsand immediately afterwards. Failingto contact them will cause
afalse alarm and unnecessary fire department equipment response.

The occupantsof the building must also be notified, asthe following testswill sound local alarms
also.

Main Drain Test - Performed to determineif any outside piping obstructionsare present and to
identify closed outside valves that would cause system failure. Must be performed for each
system.

1 Record supply pressure gauge reading

and dowly open main drain vave completely psi
2. Record supply pressure gauge reading

and dowly close main drain vave completely psi
3. Record supply pressure gauge reading psi

Alarm Test Performed to verify proper operation of water flow alarms, whether eectric or mechanical.
Thistest will activate internd evacuation darmsiif present.

NOTE- the following ingructions are for (WET PIPE) sprinkler sysems only.
1 Locate al ingpectors test outlets identified with corresponding sprinkler systems.

2. Each test outlet must be flowed individualy and darm sgnd verified. Allow weter to flow
for a least Sixty seconds from each outlet before closing vave.

DRY PIPE sprinkler system alarms aretested only at thedry pipe sprinkler valvelocation and
are identified as ALARM TEST LINE. Opening the alarm test line valve will activate the
gprinkler flow alarms. Allow alarm test linetoflow for ashort period of timeand closealarm test
linevalve.

Signature of person completing this form:

NOTE- Please remember to contact fire alarm monitoring company following tests.
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